TechniSat

VIOLA socket radio

FM socket radio with Bluetooth audio streaming
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Weil3 4019588029828 0000/2982 3009 210g 7,5x10x8cm 9x12x9,7cm
Schwarz 4019588129825 0001/2982 3009 210g 7,5x10x8cm 9x12x9,7cm
TOP FEATURES
Reception of FM radio programmes Mains operation Integrated loudspeaker
RDS PLL UHF radio LCD segment display Hands-free system
Buttons for close-up operation Bluetooth audio streaming (reception)
SONSTIGES NETWORK & COMMUNICATION
abmasse_portabel : No Bluetooth : Yes
abmasse_stationaer: Yes POWER CONSUMPTION
AMBIENT OPERATING CONDITIONS Standby: 0,2 W
Humidity : 5 - 90 % relative air humidity In operation: 6 W
(non-condensing) POWER SUPPLY
Ambient temperature: 0-35°C Nominal voltage : 230 V
BLUETOOTH VERSION & PROFILE Frequency : 50 Hz
Bluetooth version : 5,3 Type of power supply : Internal
AVRFZP (Audio Video Remote Control RADIO / RECEPTION
Profile) : Yes
A2DP (Advanced Audio Distribution Profile ' V/RDS :87,5- 108 MHz
):Yes Aerial : Integrated antenna
HFP (Hands Free Profile) : Yes RADIO TYPE
DISPLAY stationary radio : Yes
Type : LCD segment SCOPE OF DELIVERY
HANDLING/COMFORT VIOLA socket radio, operating instructions
Favourites programme manager FM : 30
LOUDSPEAKERS
Output performance : 1,5 W (RMS)
Mono speakers : Yes
TechniSat 14.12.2025 1/1



http://www.tcpdf.org

